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IMPORTANT NOTES BEFORE YOU BEGIN

Installation Method Depends on Location
Before proceeding with installation, determine where the display will be installed.

 The installation method used varies depending on the surface type:
Soft surfaces — such as grass, soil, or gravel — can accommodate ground stakes.
Hard surfaces — such as pavement, concrete, or roofs — require a different approach. For these,
refer to the Hard-Surface specific installation section.

Decorated Frames
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Thank you for choosing Holiday Outdoor Decor for your commercial display needs.

This guide will walk you step-by-step through the set-up process for ground
displays that are under 10' tall. 

We appreciate your trust in our products and look forward to helping your space
shine for many seasons to come.

UNPACK AND IDENTIFY COMPONENTS
Carefully unpack your display and review the included parts. Depending on the specific design you
purchased, your display may include some or all of the following components:

QUICK 
TIP

Before you begin assembly, we recommend testing each decorated frame by plugging it
into a power source. This ensures there was no electrical damage during shipping and
allows you to replace any loose or broken bulbs before installation.
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1a.

SOFT SURFACE INSTALLATION

Position the display in its intended location and hold
it upright (1a).

Drive two ground stakes securely into the ground to
anchor the frame (1b).

If the frame includes an addendum section, align the
bolt plates and fasten them together using the
supplied hardware (1c).

If applicable, install the guy kit or kickstand for
additional stability (see section 3 below).

1b.

1c.

2

2a.

HARD SURFACE INSTALLATION

Position the display in its intended location and hold
it upright (2a).

Instead of using ground stakes, secure the frame
base plate(s) by screwing them into 2x4 boards or
another suitable wooden base (2b).

Add sandbags or other weights as needed to
provide stability.

If the frame includes an addendum section, align the
bolt plates and fasten them together using the
supplied hardware (2c).

If applicable, install the guy kit or kickstand for
additional stability (see section 3 below).

2b.

2c.
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3a. 3b.

MULTI-FRAME INSTALLATION

Begin by installing and securing the first
frame in the line as a standalone unit (see
previous instructions above) (3a).

Position the next frame beside the secured
one, aligning the vertical bolt plates as
pictured (3b).

Bolt the frames together using the supplied
fasteners. The number of nuts and bolts
required will vary depending on the specific
decoration. Pre-drilled holes will be clearly
visible for alignment and assembly.
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INSTALL GUY WIRE KIT

Important Notes:
Guy wires must only be installed after the display has been lifted and secured with stakes. 

Each guy kit is designed to fit a specific frame height range and includes enough cable to create two
tails. A standard guy kit consists of a pre-cut length of 1/8” galvanized steel aircraft cable, three 1/8”
wire rope clips, and two side-hook ground stakes.

Most frames include a preinstalled loop to serve as the guy wire anchor point (3a).
If your frame does not, choose a suitable anchor point located near the top of the frame.

Drive Guy Wire Ground Stakes
Place one ground stake on each side of the frame
(front and back).

Position each stake approximately the same distance
from the frame as the height of the guy anchor point
above the ground.

Rotate the stakes so that their hooks face away from
the display.

Drive the stakes straight down vertically — do not
angle them.

Install Guy Cable
Thread the aircraft cable through the frame’s cable
loop, leaving two equal-length tails on either side.

Secure the cable to the frame using a wire rope clip.

Loop each cable tail around its corresponding ground
stake, apply moderate tension, and secure with
another wire rope clip (3b).

Tape off any excess cable to prevent fraying or injury.

3b.

3a.

Cable
Loop
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3c.

MULTI-FRAME INSTALLATION

Anchor the outer base plate of the new
frame with one ground stake at the end of
the chain (3c).

If available, install a guy kit for extra stability.

Repeat this process for each frame until the
entire chain is assembled and secured.


